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lETHOD OP OPERATION 
SIGNAL CIRCUIT 

}te»8»go Register. 

PULL lECHANIO/Jl. SWITCHING SYSTFJff 



UlQotric Oo,, Inoorporated, 
jSnglnsering Dept,, 

Nev York, 


p^WERAL DESCRIPTION 

1, This circuit is used with zero operator’s and zero and intercepting oper- 
ator’s cord circuit, 

2, When the coin collect and message register key in the associated cord 
circuit is onerated, with the plug of the answering cord inserted in the jack of 
a zero or 2 number operator’s trunk circuit, the message register signal 1^ 
lights, indicating that the message register in the connected individual lin 
has operated. V/hen the key is released, the signal lamp is extinguished. 

ptyp&TT.TiTD DESCRIPTION 


3, Ytoen the coin collect and message register key in the associated c^ 
circuit is operated, a marginal relay in the sleeve of the ^ TtS«.v 

operator’s trunk circuit and the'.B9 relay operate in series. The marginal relay 
the meseage register in the eonneoted 

seLSriilU Imfiich operates, limiting the 

nal laiTia The special' #162-B relay is slow acting to prevent the lighting o 
“stUriL. h:frenhe Lssage renter has ‘-n ^ed ti» 

the coin collect and message register key is released, 4s reafcpred 

#162^ relay release, the signal is extlrgaished and the cirorxt is restoi 

to rioi- 
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GIRQUIT KtoOUIHEtEMTS' 


OPERATE 


HON-OPERATB 


RELEASE 


B9 Test ,089 an^, 

(SIR) Readj, .061 amp. 


Test ,0057 amp. 
Read). .006 amp. 


I 5 pl, Test ,023 anap, 

#162-E Readj, ,021 amp, 

D-20987 
(MR-l ) 


Test ,016 amp. 
Readj . .017 amp. 
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